
 
Office of the Chief Executive Officer 

Shri Mata Vaishno Devi Shrine Board, Katra 

 
CORRIGENDUM  

 

Subject: Survey, Design, supply and installation of Rain gun system with HDPE 

pipe-line (fire resistant) with Automation and Manual option for Forest 

fire control and wetting of slopes along the alternate track (i.e Adhkwari 

- Himkoti track) leading to Holy Shrine and its Operation & Maintenance 

for 3 years (extendable up to 5 years) by using STP treated water. (Ref: 

e-NIT No: CO/F/520/66, dated: 21.05.2025 and Tender ID 

2025_SMVDSB_277458_1) 

 

In reference to the above cited e-NIT, Kindly read, wherever mentioned in the 

e-NIT:  

S. No. May also Read as Instead of 

01 HDPE pipe should comply with IS 4984:2016 HDPE pipe should be fire 

resistant & comply with IS 

4984:2016. 

02. The pipe jointing will be done only by electro 

fusion fittings, wherever mentioned. 

The pipe jointing will be done 

by butt fusion and by Electro 

fusion fittings. 

   

This issues with the approval of Chief Executive Officer, SMVDSB. 

 
 

 
                                                   Sd/- 

Asstt. Conservator of Forests 
 
No: Co/F/520/183-86 
Date: 11.06.2025 

  
 

 

 

 

 


